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[bookmark: _Hlk195698521]RE:	WEQ Coordinate Interchange Scheduling Subcommittee Activities
In October, the WEQ Executive Committee approved two no action recommendations developed by the WEQ Coordinate Interchange Scheduling Subcommittee (CISS).  As part of 2025 WEQ Annual Plan Item 2.b, the WEQ CISS evaluated the need for new or revised standards that could add efficiencies in scheduling processes for bi-directional resources, such as batteries.  While there was general consensus that a standardized approach would be beneficial, it was determined that standards development at this time was premature, given the limited prevalence of bidirectional transmission products.  However, as discussed during the WEQ Executive Committee meeting, the WEQ CISS participants recognized that this issue may need to be revisited as part of future standard efforts.  The WEQ CISS also developed a no action recommendation in response to its review of the NAESB Electronic Tagging Functional Specification to ensure the document is consistent with applicable WEQ Business Practice Standards and NERC Reliability Standards and reflective of cybersecurity best practices.  This is an annual effort for the subcommittee that is included as part of the proposed 2026 WEQ Annual Plan.
[bookmark: _Hlk215677041][bookmark: _Hlk215677191]Additionally, the WEQ CISS has a jointly assigned item with the WEQ OASIS Subcommittee and WEQ Business Practices Subcommittee to support greater consistency in the calculation of integrated hourly values.  These are used within the wholesale electric scheduling and transmission management processes to represent the time-integrated average of megawatt values for each clock hour, for a given time interval.  The use of integrated hourly values is referenced within several WEQ Business Practice Standards.  Specifically, the WEQ-004 Coordinate Interchange Business Practice Standards specify that for the relevant time interval for interchange schedules, the megawatt values be converted into megawatts per hour (MWh) and rounded to the nearest whole number.  However, there are differing industry practices for when the MWh value is rounded as part of the calculation which can led to variances between entities in the integrated hourly values calculated.  The WEQ CISS leadership plans to hold an initial meeting of the subcommittee early next year to begin considering if revisions to the WEQ-004 Coordinate Interchange Business Practice Standards are needed to provide additional granularity in the rounding methodology and calculation process.
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